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Part Number
Nominal Capacity
Total Final Pressure (Abs.)
Motor Power
Nominal r.p.m.
Noise Level dB(A) 
Weight
Dimensions

ZB 12

9210035
.5 FCM

22.55 inHg / 188 Torr
.08 HP                                    

2800                                       3300
50                                           53

3 Lbs              
5.11” X 4.37” x 4.17”

50 Hz                             60 Hz

Please contact the Manufacturer if environmental conditions are different from those prescribed. 

PRODUCT DESCRIPTION:

 The ZB 12 piston pump and ZB 12C piston compressor are 

equipped with:

• Shock mounts

• Silencer

• Thermal protector (120°C)

ZB 12 piston pump and ZB 12C piston compressor are 

specifically designed for dentistry, medical devices, hobbies 

and light industry applications. The design structure requires 

the installation of the pump in safe environments. No 

downtime is required because the unit operates in continuous 

duty (S1). The noise level is enhanced.

The fixing distance is unchanged from the previous series.

MAIN APPLICATION FIELDS: 

Dentistry, medical devices, hobbies and light industry 

applications.

Shock Mounts
Inlet Filter
Inlet Filter Element

Fitted
9007021
1803003

Main Accessories ZB 12

NOTE:  Graph shows inlet pressure at a temperature of 68°F (tolerance ±10%) 


	1: PA 315 Data Sheet

